
... a sound decision

SeaScout trawl mounted 
camera is an easy-to-use and 
easy-to-integrate camera sys-
tem that provides an all-in-
one hardware and software 
solution for obtaining clear 
realtime video from trawls 
on commercial fishing ships. 
The camera unit can be placed 
anywhere in the trawl and 
allows a real time monitoring 
of the catch. The ruggedized 
design handles repeated daily 
use on deck.

Trawl Camera System
Ultra Clear Real Time Video from Trawl

SeaScout 

Applications
	� Real-time monitoring during trawling in commercial 

pelagic and demersal fisheries
	� Provides data basis for detailed catch analysis
	� Biological monitoring in scope of research and 

eco-monitoring
	� Real-time logging/recording of catch

Key Features
	� High resolution and clear images
	� Optimized for use with existing “sonde-cable” 

regardless of ship size
	� All-in-one system with turnkey functionality
	� Camera unit is compact, lightweight, robust, and easy 

to mount in any given trawl/net
	� Easy to use “straight out of the box”

Trawl mounted stereo 
camera for real time 
catch monitoring

SeaScout contains own integrated light sources and stereo camera with ultra-high color-rendition. It leads the market  in terms 
of image quality and frame rate.

SeaScout uses ship’s existing “sonde-cables” and winch. The standardized cable-side connector can easily be installed by a 
ship’s technician.

SeaScout is supplied as an integrated stand-alone system consisting of camera, electronics-box for mounting among ship’s 
other electronic systems. It is compatible with commonly used sonde-cables. It also records data and provides time-stamping 
for later analysis.
 
The system can be supported remotely by ATLAS MARIDAN via Internet.
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SeaScout
Ultra Clear Images from Trawl | Real Time Video on Bridge

Camera size 60 x 40 x 12 cm

Camera weight 1 kg in water, 14 kg in air

Electronics dimensions 40 x 30 x 21 cm (mounted on ship)

Depth rating 400 m 

Max cable length 1100 m

 Mechanical Specifications

Power supply 240 V AC, 50 Hz, 0.5 A 

Data storage 1 TB internal storage

User interaction USB connectors for keyboard and mouse

Monitor HDMI (VGA and display port upon request)

 Interface Specifications

Software
SeaScout comes with user-friendly and self-explanatory 
acquisition software. User has full control of (optionally) 
recorded data at any given time.

Support
	� Free 24 hr Tech Support
	� Free Software Updates
	� 3-year limited warranty

Field of view 64° x 44° (across x along trawl in water) 

Image resolution 720 p @ 60 fps
(higher resolution upon request)

Color rendition index > 98 for sunlight quality color rendition

 Imaging Specifications

Note: Blue sonde-cable is shown for illustration purposes. In reality, ship‘s available sonde-cable is used.
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